
 
 

CorQUIN  
 
 

T h e  i n f o r m a t i o n  p r e s e n t e d  h e r e  i s  n o t  f o r  s p e c i f i c a t i o n .   N o  w a r r a n t y  i s  g i v e n  o r  i m p l i e d .   I t  i s  t h e  u s e r ’ s  
r e s p o n s i b i l i t y  t o  d e t e r m i n e  t h e  m a t e r i a l ’ s  s u i t a b i l i t y  f o r  u s e .  
 
P r e p a r e d  D e c e m b e r  2 1 ,  2 0 0 4  
 
 

O n e  P a p e r  T r a i l           B o x  7 3 9           T i l t o n           N e w  H a m p s h i r e           0 3 2 7 6 - 0 7 3 9  
 

p h :  ( 6 0 3 )  2 8 6 - 4 8 9 1           f a x :  ( 6 0 3 )  2 8 6 - 4 8 5 9           w e b s i t e :  w w w . i p t l l c . n e t  
 
 

TYPICAL DATA SHEET 
(not for  specif icat ion)  

PROPERTIES UNITS TYPICAL VALUES 

  18  mi l  23  mi l  30  mi l  

gsm  434   543   760  BASIS WEIGHT 
 # /yd 2   0 .8   1 .0   1 .4  

mm  .46   .58   .76  THICKNESS 

mi ls   18   23   30  

kV  2 .3   2 .3   3 .2  

kV /mm     5      4      5  

D IELECTRIC 
STRENGTH 

vpm   128    100    107  

kN/m   5 .3    4 .0    6 .0    4 .0    7 .4    5 .8  TENSILE 
STRENGTH,  
MD X CD 

# / l i n   30   23   34   23   42   33  

ELONGATION TO 
BREAK,  
MD X CD 

% 1  1  1  1  1  1  

ELMENDORF TEAR,  
MD X CD 

gram 368  432  360  360  512  560  

MOISTURE % 1 .5  

 


